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SHD4-7540DNP

SSD4-7420
SSD4-7420P

NV s
OKI&»

Vandal Proof Housing ~ Wall Mount Bracket

available available SHD4-7540DN
SSD4-7420-VD SHD4-7540DNP
SHD4-7540-VD MB-6D e 1/3” Sony Super HAD CCD
e 540 TV Lines

e 0.5 Lux @ F2.0
e 3.6mm Standard Lens
e 12V DC

SSD4-7420
SSD4-7420P

e 1/3" Sony Super HAD CCD
e 420 TV Lines

e 0.3 Lux @ F2.0

e 3.6mm Standard Lens

e 12V DC

Day & Night Feature Only for SHD4-7540DN/SHD4-7540DNP

Day & Night Color Camera




Day & Night Color Camera

SPECIFICATIONS

C€ Fe

Made in Taiwan

Model SHD4-7540DN SHD4-7540DNP SSD4-7420 SSD4-7420P
TV System NTSC PAL NTSC PAL
Image Sensor 1/3” Sony Super HAD CCD

DSP Sony HQ1 Sony

Number of Total Pixels

811(H) x 508(V) | 795(H) x 596(V)

537(H) x 505(V) |

537(H) x 597(V)

Video Output

1Vp-p Composite / 75 Ohm

Resolution

540 TV Lines

420 TV Lines

Minimum Hlumination

0.5 Lux @ F2.0

0.3 Lux @ F2.0

Signal to Noise Ratio

More than 50dB (AGC Off)

More than 48dB (AGC Off)

Synchronization System

Internal

Electronic Shutter Speed

1/60~1/100,000sec ‘ 1/50~1/100,000sec

1/60~1/100,000sec ‘ 1/50~1/100,000sec

Back Light Compensation Automatic ON/OFF (Switchable)
Auto Gain Control Automatic
White Balance AWB ATW
Lead Free Yes N/A
Day & Night Feature Yes No
Lens 3.6mm Standard Lens
Power Supply 12V DC / 150mA 12V DC / 120mA
Power Consumption 1.8W 1.5W
Operating Temperature -10°C ~ +50°C
Storage Temperature -20°C ~ +60°C
Operation Humidity Maximum 85%RH
Dimensions 112mm(D) x 70mm(H)
Weight 2209
*Specifications and appearance are subject to change without notice
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