NOTE:ALL MATERIAL COMPLIANT ROHS STANDARD

REVISION INFORMATION
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SZ MARKING:.YFC CAT.6A S/FTP 10
GIGABIT ETHERNET PATCH CABLE
ISO/IEC 11801 & EN 50288 &
ANSI/TIA-568.2-D & IEC 332.1 A
26AWGX4P TYPE CM(UL) E164469-B2
VN MARKING:YFC CAT.6A S/FTP 10
GIGABIT ETHERNET PATCH CABLE
19.0+0.2 ISO/IEC 11801 & EN 50288 &
ANSI/TIA-568.2-D & IEC 332.1 A
26AWGX4P TYPE CM(UL) E164469-B3
L+Tmm
. PINOUT
JACKET:PVC Thickness:0.60+£0.1mm OD=6.0+0.2mm P1 WIRE P2
CONDUCTOR:[26AWG(7/0.152+0.008mmBC)]*4P
INSULATION:FMPE Thickness: 0.2+0.05mm OD=1.02+0.05mm 1 WHITE/ORANGE 1
2 ORANGE 2
ALMYLAR 3 WHITE/GREEN 3
BRAID:(80/0.12 AL-MG) 6 GREEN 6
5 WHITE/BLUE 5
4 BLUE 4
orange 1 green 2 7 WHITE/BROWN 7
white/orange white/green 8 BROWN 8
blue 3 ‘ brown 4 S BRAID S
white/blue white/brown L
@ 8P8C 50U RJ45YU-19 ‘ DRAWNBY FW DATE: DESCRIPTION
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REAN RJ45 CONNECTORS BLACK
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NO. |PART NAME

CAT6A S/FTP PVC 26AWG*4P BC
SPECIFICATION DESCRIPTION

QT'Y | UNIT

CAT6A Ethemnet Cable Compatible with
etherCON® RJ45 Connectors in Black
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SHEET 1 0f 3 | ITEM NO. CAT6A-SFTP-REAN
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